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Dielectric materials with large electric energy density are actively pursued for many applications.
The authors analyze the effective permittivity, breakdown strength, and electric energy density of
dielectric nanocomposites using an effective medium approximation, modeling the nanocomposite
as a three-phase material by the double-inclusion method. The addition of nanoparticles enhances
the permittivity but reduces the breakdown strength, making the potential gain in electric energy
density small. In addition, the interfacial interaction shifts the “percolation” threshold toward lower
volume fraction of nanoparticles. The analysis suggests that the microstructure of nanocomposites
must be carefully controlled to maintain high dielectric strength and therefore realize enhanced
electric energy density. © 2007 American Institute of Physics. DOI: 10.1063/1.2716847
Dielectric materials that are capable of storing large
electric energy are highly desirable for many electronic and
electric systems for energy pulse and power conditioning
applications,1–3 and have been actively pursued in the past
few years. Since the electric energy density in a dielectric
material is limited to Eb
2 /2, where  is the dielectric con-
stant or permittivity of the material and Eb is the breakdown
strength, both large permittivity and high breakdown strength
are required for large electric energy storage. While ceramic
materials usually have large permittivity, they are limited by
their relative small breakdown strength. On the other hand,
polymers usually enjoy higher breakdown strength but suffer
from much smaller permittivity. It is thus not surprising that
numerous efforts have been made in the past few years to
combine the polymers of high breakdown strength with
nanoparticles of high permittivity,4–10 with the hope to sub-
stantially enhance the electric energy density of the resulting
nanocomposites. This approach is appealing for two reasons.
First of all, there are large interfacial areas in a nanocompos-
ite, which could promote interfacial exchange coupling
through a dipolar interface layer and lead to enhanced polar-
ization and polarizability in polymer matrix near the
interface.6,11 As a result, enhanced permittivity can be ex-
pected in the polymer matrix near the interfaces. Secondly,
the nanoscale particles also make it possible to reduce the
thickness of polymer matrix film to nanoscale, and thus en-
hance its already high breakdown strength even further by
avoiding avalanche effects.12 Both effects are beneficial for
enhanced electric energy density, but whether they will be
sufficient to compensate the reduction in breakdown strength
due to the dielectric inhomogeneity in the presence of nano-
particles remains to be seen, and is of tremendous impor-
tance to the development of nanocomposite high-energy-
density capacitors.
The composite concept is very appealing at first sight,
and enormous efforts have been devoted to the development
of enhanced dielectric composites. The theoretical under-
standing or guidance on nanocomposite dielectrics, on the
other hand, is rather limited. Although the inclusion of nano-
particles with high dielectric constants increases the average
dielectric constant of a composite, they also produce a highly
inhomogeneous electric field with local hot spots of in-
creased electric field concentration and reduced dielectric
strength, thus reducing the effective breakdown strength of
the composite.13–15 Since the electric energy density scales
quadratically with electric field, this reduction in breakdown
strength could be a serious drawback of nanocomposite ap-
proach. The main challenge, therefore, becomes how to bal-
ance the seemingly contradictory criteria of enhancing di-
electric constant while maintaining high dielectric strength.
This letter reports our results of a theoretical study of electric
energy density in dielectric nanocomposites to provide some
insight to practical trade-offs in the design of high-energy-
density dielectric composites, with particular attention to the
inevitable but often neglected reduction of breakdown
strength.
To answer this question, we model a dielectric nanocom-
posite as a three-phase material, consisting of a polymer ma-
trix phase 1, a interfacial phase of fixed thickness l phase
2, and nanoparticle fillers phase 3, schematically shown in
Fig. 1. The interfacial phase is between polymer matrix and
nanoparticles, and can be viewed as a core-shell type of
structure together with nanoparticles. Our previous studies
suggest that the interfacial length is governed by exchange
constant and permittivity of polymer,11 and thus it is reason-
able to assume that the interfacial phase has fixed thickness,
independent of nanoparticle size. As such, the volume frac-
tion of the interfacial phase is given by
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f2 =
r + l3 − r3
r3
f3, 1
where f3 is the volume fraction of nanoparticles and r is the
nanoparticle radius. From Eq. 1 it is clear that the interfa-
cial fraction f2 increases substantially when the nanoparticle
size decreases. For this three-phase composite, the effective
permittivity * can be expressed exactly as
* = 1 + f22 − 1a2 + f33 − 1a3, 2
where ar is the electric field concentration factor for corre-
sponding phase r, which relates the average electric field in
phase r to that applied at boundary, E0,
Er = arE0. 3
When there is a large contrast in permittivity between poly-
mer matrix and nanoparticles, our previous analysis shows
that the effective medium approximation gives reasonable
estimation of electric field concentration factor ar.15–17 For
the core-shell type of microstructure that we are considering,
it can be shown from the double-inclusion method that18–20
ar = 1 − sr − *−1* + s−1, r = 2,3, 4
where s is the component of the dielectric Eshelby tensor
that is related to the depolarization factor. For spherical par-
ticles we are considering s=1/3. Notice that * appears on
both sides of Eq. 2, necessitating a numerical solution, in
general. When a2 and a3 are determined from Eq. 4, the
electric field concentration factor a1 can then be determined
from the normalization condition r=1
3 frar=1.
To demonstrate the influence of nanoparticles, we calcu-
lated the effective permittivity of a nanocomposite as shown
in Fig. 2, with 3 /1=1000 corresponding to typical ratio of
permittivity for ceramic and polymer, 2= 1+3 /2, and
l /r=0.1, corresponding to particle size around 100 nm for
typical exchange length of a few nanometers.11 While the
exact nature of the interfacial phase varies from system to
system, we believe it will not change the qualitative charac-
teristics significantly. In particular, chemical reactivity with
the nanoparticles is not a significant issue with modern fluo-
ropolymers, an excellent candidate for matrix material of di-
electric nanocomposites. The dashed line in Fig. 2 ignores
the interfacial effect, while solid line accounts for that by
three-phase model. It is clear that the effective medium ap-
proximation is able to capture the large increase in the effec-
tive permittivity beyond a threshold in volume fraction that
is often observed in experiments, similar to insulator-
conductor percolation transition. In addition, the interfacial
exchange coupling shifts the transition threshold toward
lower volume fraction, and higher dielectric constant can be
expected at the same volume of nanoparticles if the effect of
interphase is considered. In other words, nanoparticles can
indeed lead to higher dielectric constant in composites com-
pared to microscale particles.
With the addition of nanoparticles of larger permittivity,
the average electric field in polymer matrix, E1, will be
enhanced compared to that applied at boundary. This leads to
reduction in breakdown strength and a breakdown criterion
based on average field,
E1 = a1E0  Eb, 5
where Eb is the breakdown strength of polymer. However,
this criterion fails to account for large field fluctuations in the
polymer matrix and therefore seriously overestimates the
breakdown strength of composites, as we demonstrated in
our previous studies.15 When the field fluctuation is taken
into account, a more reasonable criterion on composite
breakdown strength can be proposed,
FIG. 3. Normalized breakdown strength of nanocomposite as a function of
volume fraction of nanoparticles; the dashed line ignores the interfacial
effect, while the solid line takes into account the interphase.
FIG. 1. Schematic diagram of a dielectric nanocomposite consisting of poly-
mer matrix, nanoparticles, and interfacial phase.
FIG. 2. Normalized effective permittivity of nanocomposite as function of
volume fraction of nanoparticles; the dashed line ignores the interfacial
effect, while the solid line takes into account the interphase.
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E1 + E12 − E12  Eb, 6
which agrees with experimental data well.15 Thus it is nec-
essary to determine the second order moment of electric field
in polymer matrix, which can be determined exactly as15,21
E1
2 =
1
f1
*
1
E0
2
. 7
Combining Eqs. 2, 7, and 6 thus allows us to determine
the breakdown strength of composites. It is worthwhile to
point out that this criterion only considers the field fluctua-
tion in the polymer matrix due to the addition of nanopar-
ticles, and ignore the introduction of defects that could re-
duce breakdown strength even further. As such, the results
can be viewed as an upper bound on the breakdown strength
of the composite. The calculated breakdown strength as a
function of nanoparticle volume fraction is given in Fig. 3
using the same parameters as before. It is observed that the
breakdown strength decreases rapidly with the increase of
nanoparticle volume fraction until the percolation threshold
is reached. Beyond the percolation transition, the breakdown
strength rebounds because the field fluctuation is reduced as
nanoparticle fraction increases. However, caution must be
excised in drawing any conclusion on breakdown strength
beyond the percolation transition, because the increase of
other defects is likely to reduce the breakdown strength even
further. It is also noted that the interfacial interaction in-
creases the effective dielectric constant but decreases the
breakdown strength, and thus gain in electric energy density
could be limited. Indeed, as shown in Fig. 4, the difference in
electric energy density below percolation transition, with or
without an interfacial phase, is rather smaller and the net
energy density is smaller than that of pure polymer matrix.
Beyond percolation transition, energy density can rise rap-
idly, but the estimate on breakdown strength is less reliable,
making it inconclusive. In any case, the microstructure of
nanocomposite must be carefully controlled to expect any
gain in electric energy density near the percolation transition.
Finally, we calculate the energy density of the nanocom-
posite as a function of volume fraction and radius of nano-
particles, as shown in Fig. 5, to demonstrate the size effect in
the nanocomposites. It appears that the interfacial exchange
interaction starts to be effective when r / l approaches 10,
resulting in a rapid increase in energy density as the nano-
particle size is reduced. For a typical exchange length of a
few nanometers, it suggests that the particles size should be
around 100 nm or smaller to take advantage of the exchange
coupling.
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FIG. 4. Normalized electric energy density of nanocomposite as function of
volume fraction of nanoparticles; the dashed line ignores the interfacial
effect while the solid line takes into account the interphase.
FIG. 5. Normalized electric energy density of nanocomposite as function of
volume fraction and size of nanoparticles.
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